7% B3 PiHH

Delta B3 Description

— .\ Driver parameter modifi cation

1. FHJE, % mode $#1A 7T 2 Wor P A,
After powering on, press the mode key to adjust to display P mode.

2.4%F shift 4, &FF p2

2. Press the shift key and select P2

34 EE Sk, EPF P2.008.4% F SET EASHN A

3. Press the middle arrow to select P2.008. Press SET to enter the parameter content

4.FRNMER 0, #%F shift 8, AGEAIRE RN RN 41

4. The default value is 0. Press the shift key to move the digits to the second position

5.5 R H7 S A5 22 00010, 4% T set fRAF

5. Press the middle arrow to adjust to 00010, and press set to save

6. ICHL, HUT CN2 3k, b

6. Power off and shut down, remove the CN2 connector, and power on

7RG E AT A PSS, 164 P2.010, set HEAZHUE

7. After adjusting to P mode like before, select P2.010 and set to enter parameter mode

8.4JMEH 00101, #%'F shift HBkHE 2= TAr, & LEEIEHNCN 00001, # T set fRAF

8. The initial value is 00101. Press the shift key to jump to the thousand position, press the arrow
key to change to 00001, and press set to save

9.[7] ¥4 P2.015/P2.016/P2.017 £}y 00001.

9. Similarly, modify P2.015/P2.016/P2.017 to
00001

104t P1-45 $£3E 4 5000 Bl A] {HIX AT MU 2,
FATH ZAR AT A F 10 73 L E R RAL AR E
TR AT S 0,75 I S AR AR K, B s s il ) 1.
10. Set P1-45 to 5000, but there is a pitfall here.
We need to check in advance if there are any

numbers on units above 100000 to ensure they are
all 0, otherwise the unit value will be large and the rotation will be

particularly slow

113525 P1-45 55 T 2N 5000, 775 R A7 3R [, B HEE, F 4% shift B8 2 GEE 10 75 DA A SAA7 38
B U, W B {(BDY 2228808 5000 1, 5T EAFHZ shift2 U1#e 2] 10 75 LB HLA7 i B T
T, AR AR E N P1-45 S0 UT T /5 B S 4% 5 Gk 10 75 DAL i 57 1 B U}

11. When entering P1-45, first change to 5000, do not save and return. Then, press the shift key



twice to enter the unit setting page above 100000, as shown in the following figure {(Since it has
been changed to 5000, press shift twice again to switch to the unit setting page above 100000. If
you have just entered the P1-45 parameter page, you need to press it five times continuously to
enter the unit setting page above 100000)}

R/ NIRRT 1 B0E N 0, X0 BEE I{E A4 /& 5000

Set the 1 after the last decimal point to 0, so that the set value is 5000

BT set LRAF)G, Wiel, 4 b cN2 B EHJS, 586 B3 IKBNER N E .

12. After modifying the set and saving it, power off, plug in CN2 and restart to complete the
setup of B3 driver.
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